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Congratulations on choosing the Arbrux Limited Light kit.  We at Arbrux Limited appreciate your decision for 
choosing our leading Fountain/Aerator equipment. The following is a manual regarding the installation, usage 
care and storage of your Light Kit. Please store this manual in an easily accessible location. DO NOT 
DESTROY. 
 
General Information  
 

The following is provided to inform persons of potential injury hazards inherent with this product. 
 

Warnings  
 

 Under no circumstances should anyone enter the body of water when the Light Kit is plugged in  
and/or in operation.  It is NEVER recommended to enter water when any type of electrical equipment is in  

use.   
 

 Before attempting installation, service or maintenance to the Light Kit in any body of water, a 
coast guard approved flotation device (PDF, Type III or higher) must be worn. 
  

 Attempting to install or service the Light Kit  from an unstable work platform could result in injury 
or death Installation and/or service work must be done from a stable work platform to avoid the possibility of  
capsizing. 

 

 Do not operate the Light Kit out of water. These lights are for use in submersible applications only.  
 
 Operating the lights with missing or damaged covers can result in risk of fire or electrical shock. Always 
use a Ground Fault Protected circuit to power your light kits. The units must be grounded. Failure to connect 
to a proper ground fault protected circuit could result in injury or death. 

 

 Arbrux Limited recommends that precautions be taken around open water and thin ice. Please install  
appropriate signage, lights, fencing or other safety notices to inform the general public of potential danger.  
Alternate safety measures may be required by law in your area. 

 
  
       Units supplied with SJOOW/SJTOW power cables are intended for household use, other applications 
require SOOW/STOW.  
       Les unités fournies avec les cordons d'alimentation de SJOOW/SJTOW sont voulues pour l'usage de 
ménage, les autres applications exigent SOOW/STOW. 
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100 & 200 Watt Light Kits for Destiny Fountains and Mirage Aerators  
 
This underwater light is a heavy duty submersible light intended for illuminating fountains. The light features a stainless 

steel case, a cast brass rock guard and a 250 watt high output Tungsten Halogen lamp.  
 

Each 2 Bulb 100 Watt Light Kit for 32ò Float Includes   
 
 

 
 

 

 
 

 
 

Each 2 Bulb 100 Watt Light Kit for 40ò Float Includes   
 
 

 
 

 
 

 

 
 

Each 4 Bulb 200 Watt Light Kit for 32ò Float Includes   
 
 
 
 
 
 
 
 

Each 4 Bulb 200 Watt Light Kit for 40ò Float Includes   
 
 
 
 
 
 
 
 
Important  
 

Immediately inspect the shipment upon arrival.  Any external evidence of loss or damage must be noted on 
the freight bill or express receipt, and signed by the carrier's agent. Failure to adequately describe such 
external evidence of loss or damage may result in the carrier refusing to honour a damage claim. The form 
required to file such a claim will be supplied by the carrier.  If an order has a short shipment, you must 
notify Customer Service within 5 days of receipt along with appropriate proof of short shipment. 
Otherwise shipment will be considered accepted as delivered.  
 

(2) Light Fixtures Complete with one (1) 50 watt bulb 

in each fixture  

(1) Power transformer with photo cell, timer and 

quick disconnect plug. 
(1) power cable (ordered length) 

(1)  L shaped Bracket   

(2) ıò-20x İò Bolts 

(3) ıò Flat Washers 

(2) 10-32x3/4" SS Flat Head Hex Socket Cap Screws 

(2) 10-SS Flat Washers  

(2) 10-32 SS Nylok Nut  

(1) ıò-20x3ò Eye Bolt 

(1) ıòx1-ıò SS Fender Washer 

(1) ıò-20 SS Nylok Nuts 

(2) Light Fixtures Complete with one (1) 50 watt bulb 

in each fixture  

(1) Power transformer with photo cell, timer and 

quick disconnect plug. 
(1) power cable (ordered length) 

(1)  L shaped Bracket   

(3) ıò Flat Washers 

(2) 10-32x3/4" SS Flat Head Hex Socket Cap Screws 

(2) 10-SS Flat Washers  

(2) 10-32 SS Nylok Nut  

(2) ıò-20x3ò Eye Bolt 

(3) ıòx1-ıò SS Fender Washer 

(3) ıò-20 SS Nylok Nuts 

 

(4) Light Fixtures Complete with one (1) 50 watt bulb 

in each fixture  

(1) Power transformer with photo cell, timer and 

quick disconnect plug. 
(1) power cable (ordered length) 

(1)  L shaped Bracket   

(4) ıò-20x İò Bolts 

(4) ıò Flat Washers 

(2) 10-32x3/4" SS Flat Head Hex Socket Cap Screws 

(2) 10-SS Flat Washers  

(2) 10-32 SS Nylok Nut  

(4) ıò-20x3ò Eye Bolt 

(4) ıòx1-ıò SS Fender Washer 

(4) ıò-20 SS Nylok Nuts 

(4) Light Fixtures Complete with one (1) 50 watt bulb 

in each fixture  

(1) Power transformer with photo cell, timer and 

quick disconnect plug. 
(1) power cable (ordered length) 

(1)  L shaped Bracket   

(5) ıò Flat Washers 

(2) 10-32x3/4" SS Flat Head Hex Socket Cap Screws 

(2) 10-SS Flat Washers  

(2) 10-32 SS Nylok Nut  

(4) ıò-20x3ò Eye Bolt 

(4) ıòx1-ıò SS Fender Washer 

(4) ıò-20 SS Nylok Nuts 
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INSTALLATION INSTRUCTIONS  
 

 
 
Step 1.  
Place float on flat surface facing upwards.  
 
 

Step 2(a). (for 32ò Float application) 
Remove Light fixtures from packaging and using a ıò-20xİò bolt and flat 

washer (supplied), attach light fixtures to float surface. (See 32ò Float Photo ) 
Angle lights towards centre of float and tighten until snug. Do not over tighten.  

   
Step 2(b). (for 40ò Float application) 
Remove Light fixtures from packaging and using ıò-20x3ò Eye Bolt, followed by 

a ıò Flat Washers fed through the bottom side of the float, attach the Light 
fixture in the anchoring holes on the float (see 40ò Float Photo) with ıòx1-ıò SS 

Fender Washer followed by ıò-20 SS Nylok Nut .Tighten until snug. Do not over 

tighten.    
 

Step 3.  
Thread 1/4ò Nut followed by 1/4ò Flat washer onto ıò-20x3ò Eye Bolt . Insert 

bolt through the top  of L bracket and then through anchoring hole of float. 

Install 1/4ò Nylok Nut onto Bolt. Tighten until snug. Do not over tighten.   
 

Step 4.  
On the junction box, install (1) 10-32x3/4ò SS Hex Socket Cap Screw through 

each mounting hole (2). Affix to the back side of the remaining L bracket with (1) 

#10 SS Flat Washer followed by (1) #10-32 SS Nylok nut on each. (See Junction 
box photo) 
 

Step 5.  
Affix Power Control Centre to a post/electrical cabinet on shore in suitable 

location. Before plugging in the unit, Be sure the input voltage indicated on the 
Power Control Centre is the same as your local power supply. If not, please do 

not operate the lights until you obtain the appropriate Power Control Centre from 
Arbrux Limited. Plug the lights into the sockets on the Power Control Centre.  

 
Step 6.  
Attach Float to Fountain or aerator as per supplied instructions. 

 
Step 7.  
Position Fountain as desired and anchor as shown in supplied instructions.  

 
 

Mounting Holes 

Mounting Holes 

Anchoring Holes 

Anchoring Holes 

32ò Float  

40ò Float  

Junction Box 
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LAMP REPLACEMENT 
 

Step 1. Disconnect power to the light and remove from water. 
 
Step 2. Allow a sufficient amount of time for the light to cool. 
 

Step 2. Once fixture is dry, remove lens by unscrewing the 4 screws with a screwdriver.  
 
Step 2. Remove lens carefully and make sure not to misplace the screws. 
 
Step 2.  Gently pull out the socket and remove the bulb.  
 
Step 2. Replace with new bulb by aligning the pins of the bulb into the socket. Gently push down. DO NOT 
FORCE. (if bulb does not fit correctly, turn 90х  and repeat.) 

 
Step 2. Re-install the lens by screwing the cover back onto the light fixture. Make sure that it is tightly 
sealed.  

TROUBLESHOOTING  

PROBLEM SOLUTION  
 

The light will not work 1. Check that power is on to the light. 

2. Make Sure Bulb is not burned out from usage. 
3. Request RMA from factory and return light for inspection/repair 

prepaid. 

There is water in the light. 1. The lens gasket has been damaged or improperly installed. 

Reinstall or replace the lens gasket as necessary. 
2. The cord seal has been damaged.  

3. Request RMA from factory and return light for inspection/repair 
prepaid. 
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1 Year Limited Warranty  

This warranty is the only warranty that Arbrux Limited makes for your Light Kit and it is in lieu of any 
other warranties, express or implied and any other obligation or liability whatever on the part of Arbrux 
Limited. Arbrux Limited warrants the Light Kit should it fail due to defects in materials or workmanship for 12 
months from date of shipment to the original purchaser.   This warranty applies when given normal and 
proper usage as determined by the manufacturer upon examination and when owned by the original 
purchaser who has registered the warranty. In no event shall Arbrux Limited be held liable for any special or 
consequential damages. 

 

Warranty Claim Procedure  
 

Warranty determination will be made by our technical service department in accordance with the 
appropriate warranty policies. All warranties must be accompanied by a valid RMA number. This can be 
obtained by contacting Arbrux Limited Customer Service. A copy of original proof of purchase including serial 
number is required for all warranty returns. Please Mark RMA number prominently on outside of the box 
being shipped. Items returned for warranty will be FOB Arbrux Limited and should be returned in the original 
packaging to ensure minimal return shipping costs. If the original packaging is not retained and used by the 
customer, Arbrux Limited will supply replacement packaging (at a nominal charge) upon return of the 
equipment to the customer. 
 

Repair Returns  
 

To avoid any delays in the repair of equipment in question, itôs best to call the factory at 888-211-3548 to 
determine what portion or portions of the equipment in question should be returned. The Light Kit is to be 
returned completely assembled. Do not disassemble any portion without prior authorization. A copy of 
original proof of purchase including serial number is required for all repair returns. 

Shipping is FOB Arbrux Limited and all items should be returned in the original UPS approved packaging 
to ensure minimal shipping charges. If the original packaging is not retained and used by the customer, 
Arbrux Limited will supply replacement packaging (at a nominal charge) upon return of the equipment to the 
customer. 
 Upon the inspection of the returned equipment, whether in warranty or not, contact by Arbrux Limited 
to proceed with repair will be made to the owner or agent with an explanation of the repairs and charges if 
any. NO REPAIRS WILL BE MADE UNLESS AUTHORIZED BY THE OWNER OR AGENT. If Arbrux Limited is 
unable to contact the owner/agent within 30 days after receipt of the equipment for repair, a ñsignature 
Requiredò notice will be forwarded to the owner/agent stating that disposal of the equipment will be made 30 
days from the date of this notice. 
 

 

You may Contact:  
Arbrux Limited  

33 Alliance Blvd, Unit 6 
Barrie, ON 
L4M 5K2 

1(888)211-3548 
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Customer Registration Copy  
 
 

 

Owner Name:              

Date Purchased:             

Owner Address:             

City:        Prov/State:      

Model#:       Serial #:      

Dealer Name:              

Address:              

City:        Prov/State:      

 

 

-------------------------------------------------------------------------------------- 

 

 

Mail In form  

Warranty Registration  

 

 

Purchase Date:__________________ 

Model #:____________________ ____________Serial #:____________ ____________  

Owner Name:__________________________________________________  __________  

Address:_________________________________________________________________   

City:_____________________________ Prov/State:_________  ______ PC/Zip:___   

Dealer Name:________________ ___________________________ __________________  

Address:______________  ________________________________________________  

City:_____________________________ Prov/State:______  ______ PC/Zip:_______  


